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‑ 5W (136‑174 MHz) Models
 

‑ 5W (400‑470 MHz, 450‑520 MHz) Models

‑ Max 16 CH per Zone
 

‑ 2 Conventional Zones
 

‑ Transmit / Busy / Call Alert / Scan / Warn LED

‑ 4‑Color LED (Blue/Red/Green/Orange)

‑ 2 PF Keys
 

‑ NEW 1.0 W Speaker Audio (Internal Speaker)

‑ 16‑Position Mechanical Selector
 

‑ Zone / CH# Voice Announcement

‑ KMC‑48GPS Speaker Mic Option

‑ VOX Ready
 

‑ Emergency Call Features
 

‑ Lone Worker Alert (per CH)

‑ Time Out Timer
 

‑ Busy Channel Lockout

‑ Battery Saver

KENWOOD is pleased to introduce NEXEDGE® technology featuring 6.25 kHz digital narrowband operation. NEXEDGE®was designed

to provide advanced communication solutions that meet the needs of private enterprise and public sectors today and in the future.

The newest addition to the NEXEDGE® digital family is the NX‑240V/340U portable.
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‑ KPG‑170D Windows® FPU

‑ Wireless Cloning
 

‑ Password Protected
 

‑ MIL‑STD‑810 C/D/E/F/G
 

‑ IP‑54/55 Water & Dust Intrusion 
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